LISTED below are various guidance documents, most, if not all, issued by the U.S. Environmental Protection Agency, and other sources of government guidance that have been or may have been used in the decisions regarding the selection of the remedy for operable unit (OU) 1 and in the recommendation of a preferred remedy for OU 2 and OU 3.

CODE of Federal Regulations, Title 40, particularly Part 300, as updated

Alternative Concentration Limit Guidance, Part I, ACL Policy and Information Requirements (Interim Final) (July 1987) (9481.00-6C) (EPA/530-SW-87-017)


Superfund Exposure Assessment Manual (April 1988) (EPA/540/1-88/001) (9285.5-1)

Exposure Factors Handbook (July 1989) (EPA/600/8-89/043)


A Compendium of Superfund Field Operations (December 1, 1987) (EPA/540/P-87/001)


Subsurface Characterization and Monitoring Techniques: A Desk Reference Guide. Volume II: The Vadose Zone, Field Screening and Analytical Methods; Appendices C and D (May 1993) (EPA/625/R-93/003b)

Flood Plains and Wetlands Assessment; Policy (August 1985) (9280.0-02)

Handbook: Ground Water (March 1987) (EPA/625/6-87/016)

Guidance on Remedial Actions for Contaminated Groundwater at Superfund Sites (December 1988) (EPA/540/G-88/003) (9283.1-2)


Seminar Publication: Transport and Fate of Contaminants in the Subsurface (September 1989) (EPA/625/4-89/019)

Considerations in Ground Water Remediation at Superfund Sites (October 18, 1989) (9355.4-03)


Considerations in Ground-Water Remediation at Superfund Sites and RCRA Facilities--Update (May 27, 1992) (9283.1-06)


Consistent Implementation of the FY 1993 Guidance on Technical Impracticability of Ground-Water Restoration at Superfund Sites (January 19, 1995) (9200.4-14)

Memo to File (Marion (Bragg)) 3 June 24, 1997


The Role of CSGWPPs in EPA Remediation Programs (April 4, 1997) (9283.1-09)

Health Effects Assessment Documents (January 1986) (EPA/540/S1-86/059)

Public Health Evaluation Manual; Superfund (October 1, 1986) (EPA/540/1-86/060)

User’s Guide to the Contract Laboratory Program (January 1991) (EPA/540/P-91/002) (9240.0-01D)

Notification of Out-of-State Shipments of Superfund Site Wastes (September 14, 1989) (9330.2-07)


Superfund Remedial Design and Remedial Action Guidance (June 1986) (9355.0-04A)

Guidance on EPA Oversight of Remedial Designs and Remedial Actions Performed by Potentially Responsible Parties (Interim Final) (April 1990) (EPA/540/G-90/001) (9355.5-01)

Remedial Action Report: Documentation for Operable Unit Completion (June 1992) (9355.0-39FS)

Remedial Design/Remedial Action Handbook (June 1995) (9355.0-04B) (EPA 540/R-95/059)


Conducting Remedial Investigations/Feasibility Studies for CERCLA Municipal Landfill Sites (February 1991) (EPA/540/P-91/001) (9355.3-11)


Guidance on Oversight of Potentially Responsible Party Remedial Investigations and Feasibility Studies, Final, Volume 2
Seminar Publication: Site Characterization for Subsurface Remediation (November 1991) (EPA/625/4-91/026)

Presumptive Remedies: Policy and Procedures (September 1993) (EPA 540-F-93-047) (9355.0-47FS)


Presumptive Remedy for CERCLA Municipal Landfill Sites (September 1993) (EPA 540-F-93-035) (9355.0-49FS)

Feasibility Study Analysis and Administrative Record for Presumptive Remedies (memo from David A. Bennett) (September 26, 1994)


Guidance on Preparing Superfund Decision Documents: The Proposed Plan; The Record of Decision; Explanation of Significant Differences; The Record of Decision Amendment. Interim Final (July 1989) (EPA/540/G-89/007)

The Role of Cost in the Superfund Remedy Selection Process (September 1996) (EPA 540/F-96/018) (9200.3-23FS)


Guidance for Data Useability in Risk Assessment, Interim Final (October 1990) (EPA/540/G-90/008)


Role of Baseline Risk Assessment in Superfund Remedy Selection Decisions (April 22, 1991) (9355.0-30)

Future Residential Land Use Ground Water Exposure Point Concentrations for the Baseline Risk Assessment (May 10, 1991) (Memo from John Kelley, Region V)


Supplemental Guidance to RAGS: Calculating the Concentration Term (March 1992) (9285.7-08I)

Guidance for Data Useability in Risk Assessment (Part A) (Final) (April 1992) (9285.7-09A)

Guidance For Data Useability in Risk Assessment (Part A) (May 1992) (9285.7-09A/FS)

Guidance for Data Useability in Risk Assessment (Part B) (Final) (May 1992) (9285.7-09B)

Regional Guidance for Conducting Ecological Assessments (U.S. EPA Region V) (undated, but apparently revised version about August 7, 1992)

Use of IRIS Values in Superfund Risk Assessment (December 21, 1993) (9285.7-16)


Seminar Publication: Design and Construction of RCRA/CERCLA Final Covers (May 1991) (EPA/625/4-91/025)


Seminars: Construction Quality Assurance/Construction Quality Control (CQA/CQC) for Waste Containment Facilities;

Content Requirements for Quality Assurance Project Plan (Prepared by Chen-Wen Tsai) (undated)

Guideline for the Preparation of Standard Operating Procedures (March 16, 1989)

Final Standard Quality Assurance Project Plan Content Document (June 1989)